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 Damage-tolerant design and life-prediction methodologies have been practiced for metallic 
structures for decades, although their application to brittle materials, such as ceramics and 
intermetallic alloys, still poses particular problems, primarily because of their extreme flaw-
sensitivity.  Moreover, like metals, they are susceptible to premature failure by cyclic fatigue, 
which provides a prominent mechanism for subcritical crack growth that further limits life.  One 
specific problem involves the large dependency of growth rates on the applied stress intensity, 
which necessitates that design is based on the concept of a fatigue threshold, particularly in the 
presence of small cracks.  In this paper, studies on the role of small cracks in influencing 
thresholds and near-threshold growth rates are described for both brittle and ductile materials.  
Examples are given from the military engine “High-Cycle Fatigue” initiative, which represents an 
important problem where information on the behavior of small fatigue cracks is critical.  
 

Keywords: high-cycle fatigue, fatigue-crack propagation, fatigue thresholds, small cracks, crack-
tip shielding, foreign object damage, ceramics, intermetallics, Ti-6Al-4V 

 

 
 
1. Introduction 
 
 The problem of small cracks remains one of the most critical, yet least understood, topics in 
fatigue research, despite the fact that 25 years have elapsed since the so-called anomalous 
behavior of small fatigue cracks was first reported for age-hardened aluminum alloys by Pearson 
[1].  Since that time, innumerable papers, reviews and books have been published on the subject 
[e.g., 2-9] indicating that the “small-crack effect” is associated with the fact that the growth rates 
of small cracks can exceed those of large cracks at the same applied stress-intensity range ∆K, and 
that small cracks can propagate at applied stress intensities less than the fatigue threshold, ∆KTH, 
below which large-crack growth is presumed dormant.  In general, these effects occur when crack 
sizes become comparable with (Fig. 1): 

• microstructural size scales, where biased statistical sampling of the microstructure leads to 
accelerated crack growth along “weak paths” and local retardation or arrest can occur at 
microstructural “barriers” such as grain or phase boundaries (a continuum or homogeneity 
limitation) - microstructurally-small cracks, 

• the extent of local inelasticity, e.g., the plastic-zone size, ahead of the crack tip, where the 
assumption of small-scale yielding implicit in the use of the stress intensity K is not strictly 
valid (a linear-elastic fracture mechanics limitation) - mechanically-small cracks, 
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• the extent of crack-tip shielding, e.g., crack wedging by crack closure, behind the crack tip, 
where the reduced role of shielding leads to a higher local driving force than the 
corresponding large crack at the same applied (global) stress intensity (a similitude limitation) 
- physically-small cracks.1 

 Whereas the small-crack effect has always been of prime importance since it can result in 
gross overestimates of the damage-tolerant life of a structure, the problem has come into greater 
prominence of late due to (i) the Aging Aircraft Initiative, where the residual strength and 
remaining life of many sections of the fuselage of older aircraft is compromised by numerous 
small defects i.e., multi-site damage, (ii) the High-Cycle Fatigue Initiative, where the failure of 
blades and disks in aircraft gas-turbine engines results from the rapid propagation of small cracks 
under high-frequency vibratory loading [9-12], (iii) an increasing emphasis on durability, 
particularly for the economically feasible life of aircraft structures, based on the statistical 
modeling of small flaw populations [13],  and (iv) the potential structural use of ceramics and 
intermetallic materials, especially for engine and aerospace applications, where due to their highly 
restricted growth-rate curves, i.e., very high Paris-law exponents, design must be based on the 
concept of a threshold, ideally defined for small cracks [14,15]. 
 
 Although the behavior of small cracks is now quite well documented for metallic materials, far 
less information is available for advanced materials.  Moreover, a major difficulty with small 
cracks has always been the difficulty of experimentally determining small-crack data, particularly 
for design purposes.  Accordingly, we describe how in limited cases worst-case large-crack data 
can be used to estimate small-crack growth rates and threshold behavior in both traditional and 
advanced materials.  However, this approach is only viable for cracks larger than the scale of 
microstructure (“continuum-sized cracks”); it is not appropriate where cracks are of a size that 
they interact with microstructural features of comparable dimensions (microstructurally-small 
cracks), due to biased “sampling” of the microstructure. 

 In general, the behavior of small cracks is seen to be remarkably similar in traditional and 
advanced materials; specifically the behavior of cracks of a size comparable with the extent of 
shielding can be readily estimated from worst-case (shielding-corrected) large-crack results.  This 
occurs despite the fact that the salient shielding mechanisms in the fatigue of ceramics and 
intermetallics are not simply crack closure but additionally involve other mechanisms including in 
situ phase transformations and mostly crack-bridging processes [14,15].  However, when cracks 
are small compared to microstructural dimensions, this approach cannot work. Moreover, it is 
shown that the optimal microstructures for small-crack resistance are rarely similar to those 
optimized for large-crack fracture toughness and fatigue resistance, as shown by recent results in 
α+β [16] and β titanium alloys [17] and for γ-based TiAl alloys [18]. 

 Finally, the problem of foreign-object damage on jet engine fan blades [9-12,19] is shown as 
an engineering example were the critical conditions for fatigue failure must be defined in the 
presence of microstructurally-small cracks.  In this example, simple worst-case large-crack data 
cannot be used to estimate small-crack growth rates and threshold behavior.  Instead, a modified 
Kitagawa-Takahashi approach is presented, where the limiting conditions of fatigue failure are 
determined by the stress-concentration corrected (S-N) fatigue limit (at microstructurally-small 

                                                           
1 There is also the chemically-small crack which, unlike a corresponding longer crack, has a local crack-tip 
environment similar to that of the bulk environment, e.g., due to easier solution renewal [4]. 
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crack sizes) and worst-case large-crack fatigue threshold (at larger, “continuum-sized” crack 
sizes).  

2. Traditional Materials 
 
2.1  Titanium alloys 
 High-cycle fatigue (HCF) has been identified as one of the prime causes of turbine engine 
failure in military aircraft.  It can result in essentially unpredictable failures due to the propagation 
of fatigue cracks in blade and disk components under ultrahigh frequency loading, with failure 
resulting from the rapid growth of small cracks often initiated at microstructural damage caused 
by fretting or foreign object impacts [10-12].  To prevent HCF failures, design methodologies are 
required that identify the critical levels of microstructural damage which can lead to such failures. 
Since the engine components experience high frequency (~1-2 kHz) vibrational loads due to 
resonant airflow dynamics, often with high mean stresses, even cracks growing at slow per-cycle 
velocities of ~10-10 m/cycle can propagate to failure in a short time period.  Consequently, HCF-
critical turbine components must be operated below a fatigue threshold, appropriate for flaw sizes 
typically smaller than ~ 500 µm.  Since such small cracks are known to propagate below the large-
crack threshold (∆KTH), design against HCF failure must be based on the notion of a practical 
small-crack threshold, measured under the representative HCF conditions.  

 
 As small-crack testing is tedious and prone to excessive scatter, for design purposes one 
practical approach is to estimate the physically-small crack thresholds from “worst-case” large-
crack threshold tests by attempting to minimize any crack-tip shielding in the crack wake [20]. 
This approach was evaluated for a Ti-6Al-4V alloy (Fig. 2), α+β processed (solution treated and 
overaged, STOA2) for typical fan blade application.  Large through-thickness cracks (>10 mm) in 
compact-tension specimens were measured at high mean stresses using at, above and below the 
representative frequencies (~1,000 Hz) using constant-Kmax/increasing-Kmin cycling [21] to 
approach the threshold at extremely high load ratios, i.e., at R (= Kmin/Kmax) values approaching 
unity.  Results, shown in Fig. 3 for both (a) constant-R (at R = 0.1 to 0.8) and (b) constant-
Kmax/varying R tests, were found to be independent of frequency for the Ti-6Al-4V alloy in 
question, over the wide range of 50 to 20,000 Hz for tests in ambient temperature air [20].  
Moreover, they indicate that whereas constant-R cycling at R = 0.8 gives a ∆KTH value of 2.6 
MPa√m (compared to 4.6 MPa√m at R = 0.1), even lower values are obtained with constant-Kmax 
cycling, a worst-case value of ∆KTH = 1.9 MPa√m being achieved with Kmax = 36.5 MPa√m at R = 
0.95.  Crack closure could not be detected above R ~ 0.5.  
 
 Whereas even lower values can probably be obtained by using higher Kmax values approaching 
KIc, the measured worst-case value of 1.9 MPa√m at R = 0.95 was found to provide a lower bound 
to thresholds for the onset of the growth of naturally-initiated small cracks (a ~ 45 - 1000 µm), 
shown in Fig. 4 for the Ti-6Al-4V material under study. Although small-crack growth rates are 
~0.5-1 orders of magnitude faster than corresponding large-crack data, no small-crack growth was 
reported below ∆K = 2.9 MPa√m, i.e., well above the worst-case large-crack threshold [20].   
 

The higher growth rates of the naturally-initiated small-cracks, compared to the “closure-free” 
large cracks, are presumed to be associated with biased statistical sampling of the microstructure.  
The natural crack initiation process allows for sampling of a very large area of the specimen for 
more favorable microstructural orientations with respect to crack initiation and growth, compared 

                                                           
2 This microstructural condition is also known as a bimodal microstructure. 
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to that of the large cracks which essentially sample an average of all microstructural orientations 
[e.g., ref. 9]. 
 
 High-cycle fatigue thus provides a notable example of the importance of small cracks and 
thresholds for small cracks in traditional materials.  Moreover, the approach of defining the type 
of small cracks, i.e., physically-small cracks in the example of Ti alloy turbine blades, permits the 
use of worst-case large-crack thresholds (measured under very high R conditions with minimal 
crack closure) as a feasible and practical solution of obtaining estimates of the small-crack 
thresholds.   However, the use of “worst-case” large-crack thresholds is only feasible in cases 
where crack sizes are larger than the characteristic microstructural dimensions (and cyclic plastic-
zone sizes). In the presence of microstructurally-small cracks, alternative approaches must be 
sought.  One, especially  relevant to the high-cycle fatigue problem, involves the Kitagawa-
Takahashi approach, as  discussed in detail below.  

 

3. Advanced Materials 
 
 The importance of small fatigue cracks with advanced materials, such intermetallics and 
ceramics, is caused principally by the sensitivity of their crack-growth rates to the applied stress 
intensity; specifically this results in Paris power-law exponents (i.e., m in relationships derived 
from da/dN ∝ ∆Km) often well in excess of 10, compared to metallic materials where typically m ~ 
2 to 4 (in the mid-range of growth rates) (Fig. 5) [e.g., ref. 15].  Since the projected damage-
tolerant life is proportional to the reciprocal of the applied stress raised to the power of m, a factor 
of two change in this stress can lead to life projections of a ceramic component (where m can be as 
high as 15-20 or more) to vary by more than six orders of magnitude.  Essentially, because of the 
high exponents, the life spent in crack propagation in advanced materials is extremely limited; 
accordingly, rather than basing lifetime calculations on the integration of crack-propagation data, 
as is typically done with metallic structures, design must be based on the concept of a fatigue 
threshold, invariably defined for small cracks due to the inherently low tolerance of brittle 
materials to flaws.   
 
 In light of this, an appreciation of the small-crack effect and the documentation of fatigue 
thresholds for small cracks are, if anything, more important for advanced materials than for 
traditional alloys.  However, there are only a few published results on small fatigue crack-growth 
behavior in these materials.   

 
3.1 Ceramic materials 
 
3.1.1 Monolithic ceramics 
 Unlike ductile materials where crack advance is motivated by intrinsic cyclic damage 
mechanisms ahead of the tip, e.g., crack-tip blunting and re-sharpening, the cyclic fatigue process 
in monolithic ceramics, e.g., Si3N4, SiC, involves the cyclically-induced suppression of extrinsic 
crack-tip shielding, primarily crack bridging, behind the crack tip; at ambient temperatures, the 
crack-advance mechanism itself is typically identical to that for crack growth under static loading 
(Fig. 6) [15,22,23].  With this approach, it is apparent that the high Paris exponents m seen in 
ceramics result primarily from an increased dependency upon the maximum stress intensity, Kmax, 
rather than on ∆K per se.  Indeed, using a modified form of the Paris relationship [15,24]: 

   da/dN ∝ ∆Kp Kn
max , (1) 
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where (n + p) = m, the exponents n and p are ∼36 and 1.9 in a typical ceramic, e.g., in situ 
toughened SiC, respectively [25]; this is to be compared with values of n = 0.5 and p = 3 for metal 
fatigue of a nickel-base superalloy [26].  
 
 Since there is no apparent intrinsic damage process unique to cyclic loading, fatigue-crack 
initiation always occurs at pre-existing defects, i.e., unlike crack formation in persistent slip bands 
in metals, natural crack initiation does not occur.  The exception to this is ceramics toughened by 
in situ phase transformations, e.g., MgO partially-stabilized zirconia (Mg-PSZ), where natural 
initiation can occur and is apparently associated with sites of local transformation [27].  Behavior 
in both classes of ceramics is briefly described below. 

3.1.2 Phase-transforming ceramics 
 The growth-rate behavior of microstructurally-small surface cracks (<100 µm), naturally 
initiated on the surface of cantilever bend bars of Mg-PSZ, is compared to the corresponding 
behavior of large, through-thickness cracks (>3 mm) in compact-tension specimens in Fig. 7 [27].  
Small cracks can be seen to propagate below the long-crack threshold, yet individual cracks grow 
at decreasing growth rates with increasing applied stress intensity, sometimes to arrest.  Such 
behavior is similar to that reported for physically-small cracks in metallic materials where the 
primary shielding mechanism is crack closure [e.g., 3]; in PSZ, however, the effect results from 
shielding by transformation toughening [28].  
  
 Resistance to crack growth in PSZ is afforded by an in situ stress-controlled transformation of 
tetragonal ZrO2 precipitates to the monoclinic phase, which results in a zone of compressive 
material surrounding the crack wake due to an associated dilation of εT ~ 6% (there is also some 
degree of shear).  Analogous to crack closure in metals, the effective (near-tip) stress intensity, 
∆Ktip, for large cracks is reduced from the applied value by shielding due to transformation 
toughening in the crack wake, i.e., ∆Ktip = Kmax – Ks.  At steady-state, the shielding stress intensity 
reaches a value given approximately by [29]: 

  Ks ~ 0.2 E’ εT f √h,     (2) 

where E’ is the effective elastic modulus in plane stress or plane strain, f is the volume fraction of 
tetragonal precipitates, and h is the transformation-zone width.  The steady-state condition is 
reached once there is a wake of transformed material extending at least five times h, i.e., the crack 
has penetrated the zone more than a distance of 5h [29].  Since the transformation-zone size is on 
the order of tens to hundreds of micrometers (depending upon the heat-treated condition of the 
PSZ), any crack of a length less than roughly five times this dimension would experience a 
diminished effect of the shielding; this in turn results in an enhanced near-tip stress intensity, 
compared to a large crack at the same applied K, such that the small cracks can propagate at lower 
applied K values [27].  The decelerating growth rates result from the mutual competition of the 
applied K, which increases with increase in crack length, and the shielding K which also increases 
until a steady-state wake zone has been established [27]. 

 Consistent with this explanation, a “worst-case” crack-growth relationship can be determined 
for the small-crack data by correcting the large-crack results for the maximum extent of 
transformation shielding, Ks, computed from Eq. (1).  This is shown in Fig. 7(b), where it is clear 
that the large-crack da/dN vs. ∆Ktip relationship, which can be readily measured experimentally, 
can be utilized as a conservative representation of small-crack behavior [27].  However, this 
practical solution to the physically-small crack problem is only feasible when i) the prevailing 
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mechanism of shielding is known, and ii) the magnitude of its influence can be either measured or, 
as in the present case, computed theoretically. 

3.1.3  Non phase-transforming ceramics 
 Although PSZ is perhaps the highest toughness ceramic, the absence of the transformation at 
elevated temperatures severely limits its use.  For high temperature applications at 1000°C or 
above, silicon nitride and silicon carbide are currently the preferred ceramics.  Both materials can 
be extrinsically toughened above their intrinsic toughness of ~2-3 MPa√m to ~8-10 MPa√m by 
promoting shielding by interlocking grain bridging in the crack wake [e.g., 25].  This is generally 
achieved by elongating the grain structure and weakening the grain boundaries (through the 
presence of the glassy grain-boundary phase) to promote intergranular fracture [30]. 
 
 Under cyclic loading, such grain bridging is degraded by frictional wear along the boundaries; 
indeed, as depicted schematically in Fig. 6(b), this is the primary mechanism for fatigue-crack 
growth in most ceramics at ambient temperatures [15,22,23].  Since the bridging zones can 
traverse several grains, there is again a potential for small-crack effects where crack sizes are 
comparable to the size of this zone, i.e., on the order of the grain size.  

 To date, very few studies [e.g., 31] have focused on the fatigue behavior of cracks of 
microstructural dimensions in ceramics.  As natural initiation cannot occur in these materials, 
hardness indents have generally been used to initiate cracking such that the typical small cracks 
studied generally are larger than ~100 µm or so.  Two examples are shown in Figs. 8 and 9, 
respectively, for small surface cracks initiated at indents in cantilever bend samples of an in situ 
toughened monolithic SiC [32] and a SiC-whisker reinforced alumina composite [24].  As before, 
the small cracks propagate below the large-crack threshold at decreasing rates until they arrest or 
merge with the large-crack curve.  In these cases, the decreasing growth rates are a result of the 
crack growing out of the residual tensile stress field of the indent.  In fact, by determining an 
effective stress intensity by superposing the stress intensity resulting from this residual field, KRD, 
and the globally applied stress intensity, the large and small crack data can be brought into 
correspondence.  Similar results have been reported for several ceramics, including Si3N4 [33], 
pyrolytic carbon [34,35], and several other grades of toughened SiC [32]. 

 These examples for brittle ceramics serve to illustrate that for small cracks larger than the 
scale of the microstructure, discrepancies between large and small crack growth rates can be 
reconciled by a worst-case threshold approach by fully accounting for the various contributions to 
the local driving force, namely from the globally applied K, any residual stress fields, and the 
magnitude of the relevant shielding in the crack wake. 

 

3.2  Ordered intermetallic alloys 
 Due to their complex and ordered crystal structures, intermetallics (like ceramics) generally 
display only very limited mobile dislocation activity at low homologous temperatures (below their 
brittle-to-ductile transition temperature), and are thus often highly restricted in ductility and 
toughness.  However, unlike ceramics, they can be toughened both intrinsically and extrinsically, 
although the former is far more difficult [36].  Whereas intrinsic mechanisms, such as the 
activation of additional slip systems, do not degrade under cyclic loading, extrinsic toughening 
mechanisms such as crack bridging can suffer severe cyclic degradation, similar to behavior in 
ceramics.  A notable example of this is ductile-phase reinforced intermetallic-matrix composites, 
such as β-TiNb-reinforced γ-TiAl, which due to extensive wake bridging by the uncracked ductile 
phase can display significantly higher toughness (i.e., by a factor of 3 or greater) than the 
constituent matrix [37].  However, the improvement in crack-growth resistance is far less obvious 
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in fatigue simply because the ductile phase fails prematurely (by fatigue); indeed, the fatigue-
crack growth properties are rarely any better than that of the unreinforced matrix.    
 
 Nevertheless, as the extrinsic toughening mechanisms act in the crack wake, e.g., in TiNb-
TiAl over a bridging zone of several millimeters, fatigue cracks smaller than this dimension will 
not develop the full magnitude of shielding and as such will behave as physically-small cracks.  In 
addition, the microstructurally-small crack problem is prevalent in certain intermetallic alloys; as 
discussed below, coarse lamellar microstructures in γ-based TiAl alloys are a good example of this 
as colony and grain sizes in some alloys can approach and exceed millimeter dimensions [38]. 
 
3.2.1  Gamma-based TiAl alloys 
 Of the various intermetallic alloys considered for structural application, γ-based TiAl have 
received by far the most attention as possible low-pressure gas-turbine blades.  Based on the 
composition (at.%) of Ti-47Al with small additions of elements such as Nb, Cr, V and B, two 
microstructures have been most studied (Fig. 10(a),(b)): a duplex microstructure, consisting of 
~15-40 µm sized equiaxed grains of γ (TiAl) with small amounts of α2 (Ti3Al), and a lamellar 
microstructure, consisting of lamellar colonies (several hundred of micrometers in diameter) 
containing alternating γ/γ and γ/α2 platelets [38].  In general, duplex structures display better 
elongation and strength, whereas lamellar structures show better creep resistance, toughness and 
(large-crack) fatigue properties.  
 
 It is well documented that lamellar microstructures possess the far superior fracture toughness 
and R-curve behavior [e.g., refs. 38,39].  This arises primarily from intra- and inter-lamellar 
microcracking ahead of the crack tip, which results in the formation of uncracked (shear) ligament 
bridges [39].  Such bridging degrades somewhat under cyclic loading [40], but is still sufficiently 
potent to give lamellar structures the far superior fatigue-crack growth resistance [40,41].  As 
shown by the results for a Ti-47Al-2Nb-2Cr-0.2B (at.%) alloy in Fig. 10(c) [40], at a given 
applied ∆K, growth rates are up to five orders of magnitude slower, and ∆KTH thresholds some 
50% higher, than in the duplex structure.  These properties are only realized, however, for large 
cracks of dimensions larger than the bridging zones. Corresponding results for small surface 
cracks, with half-surface lengths c ~ 25-300 µm, shown for the same microstructures in Fig. 10(c), 
indicate that growth rates in the two structures are comparable, although there is clearly more 
scatter in the data for the coarser lamellar structure [18,40].  At the same applied ∆K levels, the 
growth rates of the small cracks exceed those of corresponding large cracks by several orders of 
magnitude; moreover, the small cracks once more propagate below the large-crack thresholds.  

 If the small-crack data in Fig. 10(c) are compared with the shielding-corrected large-crack 
results, where the da/dN vs. ∆Ktip relationship is derived by measuring the shielding contributions 
from both crack bridging (Kbr) (in lamellar structures only) and crack closure (Kcl), i.e., ∆Keff ≡ 
∆Ktip = (Kmax – Kbr) – Kcl, the large and small crack data come into normalization (Fig. 11), but 
only for the duplex microstructure [40].  In this much finer-scale microstructure, the small cracks 
studied are only comparable in size to the wake shielding zones; thus, as for similar physically-
small cracks in the metallic and ceramic materials, their behavior can be described by shielding-
corrected large-crack data.  In contrast, small cracks in the coarser lamellar microstructure are 
seen grow at applied stress intensities below the large-crack ∆KTH (Fig. 11(b)), such that a limited 
equilibrium shielding zone cannot be the sole cause of the small-crack effect in this structure [18].  
In fact, cracks in this structure are comparable to microstructural dimensions as average colony 
sizes (~145 µm) are on the same order of magnitude as the cracks under study (c ~ 25 - 300 µm).  
The influence of the coarser lamellar structure on small-crack behavior is apparent in Fig. 11(b), 
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where the small-crack data are divided into cracks with initial surface crack lengths smaller and 
larger then the average colony size [18].  From this comparison, it is apparent that all the small 
cracks that were observed to propagate below the “shielding-corrected” large-crack threshold had 
initial crack lengths smaller than the average colony size, while no small cracks with initial crack 
lengths larger than the average colony size grew below this threshold.  Although using the colony 
size as the critical microstructural dimension is somewhat arbitrary, it does show that for cracks 
contained within one or two lamellar colonies, the growth behavior is quite different from that 
observed when a larger crack can “sample” the continuum microstructure. 

 Thus, duplex microstructures may offer far better HCF properties than lamellar 
microstructures for use in many applications such as turbine blades, despite the fact that the latter 
structure displays markedly higher toughness and large-crack growth resistance.  In addition to 
having higher strength and ductility, the definition of a worst-case (shielding-corrected) large-
crack threshold, for both large and relevant small cracks, appears to be feasible in the duplex 
structure, whereas such an approach is far less certain for lamellar structures where relevant crack 
sizes are microstructurally small.   

 

4. Engineering Applications 
 
 An essential theme in this paper has been the use of worst-case large-crack thresholds to 
estimate the near-threshold behavior of “continuum-sized” small cracks.  However, it has also 
been noted that this approach will not work where crack sizes approach microstructural 
dimensions, i.e., in the presence of microstructurally-small cracks.  An excellent example of this is 
the problem of foreign-object damage (FOD) in inducing high-cycle fatigue (HCF) failures of fan 
blades in aircraft gas-turbine engines.  
 
 Because of an increasing number of recent incidents of HCF-related military engine failures, 
currently used HCF design methodologies, based on stress-life (S-N) curves and the Goodman 
diagram, are being re-evaluated [10-12]. Both FOD and fretting, particularly in the blade 
dovetail/disk sections, are identified as critical problems [11,42], which can lead to premature 
fatigue crack initiation and growth; this in turn can result in seemingly unpredictable in service 
failures, due to the high-frequency vibratory loading (>1 kHz) involved [11].  In light of this, 
design against HCF based on the damage-tolerant concept of a fatigue-crack growth threshold 
(∆KTH) for no crack growth would appear to offer a preferred approach; however, such thresholds 
must reflect representative HCF conditions of small crack sizes, high frequencies and high mean 
stress levels (depending on the blade span location) [10-12,43]. 
 
 As a basis for such an approach, studies have been focused on the role of FOD in affecting the 
initiation and early growth of small surface fatigue cracks in the STOA Ti-6Al-4V alloy (Fig. 2) 
under HCF conditions.  The prime effect of FOD in markedly lowering resistance to HCF was 
found to be due to earlier crack initiation.  Specifically, premature crack initiation and subsequent 
near-threshold crack growth is promoted by the stress concentration associated with the FOD 
indentation [9,19,42,44,45] and the presence of small (micro)cracks [19] in the damaged zone; in 
addition, residual stress gradients [9,19,45] and microstructural changes [9,19] due to FOD-
induced plastic deformation can play an important role. 
 
 To simulate FOD, the flat surface of fatigue test specimens was subjected to high-velocity 
(300 m/s) impacts of 3.2 mm dia. hardened steel spheres [9,19]; a typical damage site from a 
normal (90°) ballistic impact is shown in Fig. 12.  Characteristic of such damage in titanium alloys 
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[46,47], intense so-called adiabatic shear bands can be seen at the surface of the impact crater; 
moreover, a pronounced pile-up of material, some of it detached, is evident at the crater rim.  
However, of particular note is that plastic flow of material at the crater rim results in multiple 
notches and the occurrence of microcracks (insert in Fig. 13).  These microcracks are quite small, 
i.e., between ~2 to 50 µm in surface length, but when favorably oriented with respect to the 
subsequently applied fatigue stresses, they clearly provided the prime sites for premature crack 
nucleation and growth in high-cycle fatigue (Fig. 13).  
 
 Because of such phenomena, the S-N fatigue life of undamaged smooth-bar specimens is 
significantly affected by prior high-velocity impact damage (Fig. 14).   Shown in this figure are 
the surface crack lengths of the FOD-induced microcracks, which are all comparable with 
microstructural size-scales.  Although the presence of these small cracks represents the primary 
feature responsible for the FOD-induced reduction in fatigue resistance, tensile residual stresses 
(estimated in ref. [48]), the highly deformed microstructure beneath the indent [9,19], and the 
stress-concentration factors associated with the indent (kt ~ 1.25) are all contributing factors. 

 Thresholds for fatigue-crack growth and the subsequent near-threshold fatigue-crack growth 
rates for the extension of the small (micro)cracks were measured [9] on all FOD-damaged 
samples; results are compared in Fig. 15 with previous results on this alloy for the behavior of 
naturally-initiated small (~45 - 1000 µm) cracks [16] and through-thickness large (>5 mm) cracks 
[20] in undamaged material. The small crack growth-rate data are shown as a function of surface 
crack length, 2c, and of the applied stress-intensity range. Approximate local stress intensities for 
small cracks at the indentation rim were calculated from Lukáš’ solution [49] for small cracks at 
notches (which includes indentation geometry and stress concentration effects), in terms of the 
crack depth a, indentation radius ρ, stress range ∆σ, and elastic stress-concentration factor kt = 
1.25 [50]:  

∆K  = 
( )

0 7

1 4 5

.

.

k

a
t

+ ρ
 ∆σ π  .                                                     (3) a

 
The factor of 0.7 is based on the stress-intensity boundary correction and the crack-shape 
correction factors [51].   It should be noted that Eq. 3 does not take into account the presence of 
residual stresses in the vicinity of the indents.  To the first approximation, however, they do not 
change the value of the stress-intensity range (∆K); they merely affect the mean stress and hence 
alter the local load ratio.  Moreover, their effect of may not be that critical, as in situ synchronous 
X-ray micro-diffraction measurements [52], coupled with quasi-static numerical modeling [48],  
show a significant relaxation in their magnitude on fatigue loading, even within a few cycles. 

 The FOD-initiated small-crack growth rates in Fig. 15 are positioned roughly between the 
large-crack data (as a lower bound) and naturally-initiated crack data (as an upper bound). Typical 
for the small-crack effect [e.g., ref. 7], most small-crack growth rates are roughly an order of 
magnitude faster than corresponding large-crack results at near-threshold levels. Above a ∆K of 
~10 MPa√m, however, the large and small crack results tend to merge, consistent with the 
development of a steady-state shielding zone in the wake of the small cracks.   

 As discussed previously, the large-crack results in Fig. 15 were determined up to the highest 
load ratios (R ~ 0.1 – 0.95) under conditions (constant-Kmax/increasing-Kmin) chosen to minimize 
the effect of crack closure; the threshold of ~1.9 MPa√m at R = 0.95 was thus considered to be a 
“worst-case threshold” for large or physically-small cracks of dimensions large compared to the 
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scale of the microstructure, i.e., for “continuum-sized” cracks [20].  Of significance in the present 
results is that the smallest FOD-initiated cracks have dimensions of ~2 to 25 µm, which are 
comparable with microstructural size-scales in Ti-6Al-4V.  These microstructurally-small cracks 
propagate at stress intensities well below this “worst-case” threshold, specifically at applied stress 
intensities as low as ∆K ~1 MPa√m.3  The implication of this result is that although there is a 
definitive lower-bound ∆KTH threshold (~1.9 MPa√m) for “continuum-sized” cracks in the STOA 
Ti-6Al-4V alloy, when crack sizes approach microstructural size-scales, as in the case of the FOD-
induced microcracks, crack growth is possible at applied stress intensities considerably less than 
this threshold, presumably due to biased sampling of the “weak links” in the microstructure.   
However, by coupling the notion of the worst-case threshold stress intensity with the fatigue limit, 
as in the Kitagawa-Takahashi diagram [53], an alternative formulation can be developed for 
defining the limiting conditions for HCF and FOD-related damage, as described below.  
 
 As an alternative HCF-design approach against FOD, which takes into account the presence of 
microstructurally-small cracks [19], Fig. 16 shows the influence of crack size on the worst-case 
fatigue thresholds in the form of a modified Kitagawa-Takahashi diagram [53], where the stress 
range for a corresponding crack-growth threshold condition (da/dN = 10-11-10-10 m/cycle) is 
plotted versus the crack length.  According to the Kitagawa-Takahashi approach (solid lines), the 
stress range ∆σ for crack arrest is defined by the 107-cycle fatigue limit (∆σ

)

HCF  = 450 MPa) with 
the fatigue-crack growth threshold (∆KTH) measured on “continuum-sized” cracks.  El Haddad et 
al. [54] empirically quantified this approach by introducing a constant (intrinsic) crack length 2co, 
such that the stress intensity is defined as Y∆σ ( o22 cc+π , where Y is the geometry factor 
(curved dashed line). The present results, plotted in this format in Fig. 16, show that the threshold 
conditions for crack growth from FOD-induced microstructurally-small cracks can be defined, in 
terms of stress concentration corrected stress ranges, from the “El Haddad” line in the Kitagawa-
Takahashi diagram, provided the limiting conditions are described in terms of the 107-cycle 
(smooth-bar) fatigue limit (at microstructurally-small crack sizes) and worst-case large-crack 
fatigue threshold (at larger, “continuum-sized”, crack sizes).  

 

5. Concluding Remarks 
 
 The question of small fatigue cracks in metallic components remains a critical issue in the 
application of damage/fracture mechanics to the design, durability and damage tolerance of many 
structures, particularly for aircraft and gas-turbine applications.  This has been highlighted for the 
problem of military engine high-cycle fatigue, especially in the presence of foreign-object 
damage. The problem of small fatigue cracks is similar in ceramic and intermetallic materials, 
although the micro-mechanisms of crack-tip damage and shielding are quite different.  In all cases, 
failure to address this issue can lead to severely non-conservative lifetime predictions.  Due to the 
difficulty of obtaining small-crack data, particularly at crucial near-threshold levels, worst-case 
large-crack data, where the effect of the predominant shielding mechanisms on the local driving 
force has been minimized or accounted for, can be used to estimate small-crack growth rates and 
threshold values, provided the cracks are small with respect to the extent of the wake shielding, 
i.e., physically small. Whereas this approach is feasible for most structural materials for crack 
sizes down to ~50-100 µm, it will not work where relevant crack sizes approach the characteristic 
microstructural dimensions.  Due to their biased sampling of the microstructure, thresholds for the 
                                                           
3 It is believed that a ∆K of 1 MPa√m is the lowest stress-intensity range ever measured for crack growth in Ti-6Al-
4V, representing a ∆K value roughly a factor of two smaller than the lowest measured fatigue threshold for a 
“continuum-sized” crack. 
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onset of cracking and the subsequent near-threshold crack-growth rates for such microstructurally-
small cracks must be determined as a function of crack size.  In these instances, a modified 
Kitagawa-Takahashi approach, with the limiting conditions of the S/N fatigue limit at 
microstructurally-small crack sizes and the worst-case, large-crack, fatigue threshold at larger, 
“continuum-sized”, crack sizes, provides a viable alternative. 
 

Acknowledgements 
 
 This work was supported by the U.S. Air Force Office of Scientific Research under Grant No. 
F49620-96-1-0478 under the auspices of the Multidisciplinary University Research Initiative on 
High Cycle Fatigue to the University of California at Berkeley (for studies on Ti-6Al-4V), and the 
Office of Energy Research, Office of Basic Energy Sciences, Materials Sciences Division of the 
U.S. Department of Energy under Contract No. DE-AC03-76SF00098 (for studies on ceramics). 
Thanks are due to B. L. Boyce, J. C. Campbell, R. H. Dauskardt, C. J. Gilbert, J. J. Kruzic, J. M. 
McNaney, O. Roder, A. A. Steffen (Mayer) and K. T. Venkateswara Rao for their contributions to 
this study.  

REFERENCES 
 
1. Pearson, S. (1975) Eng. Fract. Mech. 7, 235. 
2. Miller, K.J. (1982) Fat. Eng. Mater. Struct. 5, 223. 
3. Suresh, S. and Ritchie, R.O. (1984) Int. Metals Reviews 29, 445. 
4. Gangloff, R.P. and Ritchie, R.O. (1985).  In Fundamentals of Deformation and Fracture, 

(Eshelby Memorial Symp.), pp. 529-558, B.A. Bilby, K.J. Miller and J.R. Willis (Eds.), 
Cambridge Univ. Press, Cambridge, U.K. 

5. Miller, K.J. and de los Rios, E.R. (Eds.) (1986).  The Behaviour of Short Fatigue Cracks, 
Mech. Eng. Publ., London, U.K. 

6. Ritchie, R.O. and Lankford, J. (Eds.) (1986).  Small Fatigue Cracks, TMS-AIME, 
Warrendale, PA. 

7. Ritchie, R.O. and Lankford, J. (1986) Mater. Sci. Eng. 84, 11. 
8. Small Fatigue Cracks: Mechanics, Mechanisms and Applications, K. S. Ravichandran, R. O. 

Ritchie and Y. Murakami (Eds.).  Elsevier, Oxford, U.K. 
9. Peters, J.O., Roder, O., Boyce, B.L., Thompson, A.W., Ritchie, R.O. (2000) Metall. Mater. 

Trans. A, 31A, 1571-83. 
10. Cowles, B.A. (1996) Int. J. Fract. 80, 147. 
11. Larsen, J.M., Worth, B.D., Annis, C.G. and Haake, F.K. (1996) Int. J. Fract. 80, 237. 
12. Nicholas T., Zuiker J.R.  (1996) Int. J.  Fract. 80, 219-35. 
13. Blom, A.F. (1986).  In:  Small Fatigue Cracks, pp. 623-638, R.O. Ritchie and J. Lankford 

(Eds.).  TMS-AIME, Warrendale, PA. 
14. Ritchie, R.O. (1988) Mater. Sci. Eng. 103, 15. 
15. Ritchie, R.O. (1999) Int. J. Fract., 100, 55-83. 
16. Hines, J.A., Peters, J.O. and Lütjering, G. (1999).  In:  Fatigue Behavior of Titanium Alloys, 

pp. 15-22, R. Boyer, D. Eylon, and G. Lütjering (Eds.).  TMS, Warrendale, PA. 
17. Peters, J.O., Lütjering, G. (1998) Z. Metallkd. 89, 464-73 
18. Kruzic, J.J., Campbell, J.P. and Ritchie, R.O. (1999) Acta Mater. 47 (3), 801. 

 12 



19. Peters, J.O., Ritchie, R.O. (2000) Eng. Fract. Mech. 65: in press. 
20. Ritchie, R.O., Davidson, D.L., Boyce, B.L., Campbell, J.P. and Roder, O. (1999) Fat. Fract. 

Eng. Mater. Struct., 22, 621-31. 
21. Döker, H., Bachmann, V. and Marci, G. (1982).  In:  Fatigue Thresholds, Proc. 1st Intl. Conf. 

on Fatigue, Vol. 1, pp. 45-57, J. Bäcklund, A.F. Blom and C.J. Beevers (Eds.).  EMAS, 
Warley, U.K. 

22. Lathabai, S., Rödel, J. and Lawn, B.R. (1991) J. Am. Ceram. Soc. 74, 1340. 
23. Dauskardt, R.H. (1993) Acta Metall. Mater. 41, 2765. 
24. Dauskardt, R.H., James, M.R., Porter, J.R. and Ritchie, R.O. (1992) J. Am. Ceram. Soc. 75, 

759. 
25. Gilbert, C.J., Cao, J.J., MoberlyChan, W.J., DeJonghe, L.C. and Ritchie, R.O. (1996) Acta. 

Metall. Mater. 44, 3199. 
26. Van Stone, R.H. (1988) Mater. Sci. Eng. A103, 49. 
27. Steffen, A.A., Dauskardt, R.H. and Ritchie, R.O. (1991) J. Am. Ceram. Soc. 74, 1259. 
28. Dauskardt, R.H., Marshall, D.B. and Ritchie, R.O. (1990) J. Am. Ceram. Soc. 73, 893. 
29. McMeeking, R.M. and Evans, A.G. (1982) J. Am. Ceram. Soc. 65, 242. 
30. Becher, P.F. (1991) J. Am. Ceram. Soc. 74, 255. 
31. Kishimoto, H. and Ueno, A. (1999).  In:  Small Fatigue Cracks: Mechanics, Mechanisms 

and Applications, pp. 247-58, K. S. Ravichandran, R. O. Ritchie and Y. Murakami (Eds.).  
Elsevier, Oxford, U.K. 

32. Gilbert, C.J., Han, Y.S., Kim, D.K. and Ritchie, R.O. (1998).  In:  Proc. 9th CIMTEC-World 
Ceramics Congress and Forum on New Materials, P. Vincenzini (Ed.).  Techna Publishers 
S.r.I., Faenza, Italy. 

33. Mutoh, Y., Takahashi, M., Oikawa, T. and Okamoto, H. (1991).  In:  Fatigue of Advanced 
Materials, pp. 211-225, R.O. Ritchie, R.H. Dauskardt and B.N. Cox (Eds.). MCEP, 
Edgbaston/EMAS, Warley, U.K. 

34. Dauskardt, R.H., Ritchie, R.O., Takemoto, J.K. and Brendzel, A.M. (1994) J. Biomed. 
Mater. Res. 28, 791. 

35. Ritchie, R.O. (1996) J. Heart Valve Disease 5, Suppl. 1, S9. 
36. Pope, D.P., Liu, C.T. and Whang, S.H. (Eds.) (1995).  High Temperature Intermetallics – 

Parts 1 & 2. Elsevier, Lausanne, Switzerland. 
37. Venkateswara Rao, K.T., Odette, G.R. and Ritchie, R.O. (1994) Acta Metall. Mater. 42, 893. 
38. Kim, Y.W. (1994) J. Metals  46 (7), 30. 
39. Chan, K.S. (1995) Metall. Mater. Trans. A 26A, 1407. 
40. Campbell, J.P., Venkateswara Rao, K.T. and Ritchie, R.O. (1999) Metall. Mater. Trans. A 

30A (3), 563. 
41. Larsen, J.M., Worth, B.D., Balsone S.J. and Jones, J.W. (1995).  In:  Gamma Titanium 

Aluminides, pp. 821-834, Y.-W. Kim, R. Wagner and M. Yamaguchi (Eds.).  TMS, 
Warrendale, PA. 

42. Erosion, Corrosion and Foreign Object Damage Effects in Gas Turbines, AGARD 
Conference Proceedings No. 558, North Atlantic Treaty Organization. (1994). Advisory 
Group for Aerospace Research and Development, Propulsion and Energetics Panel, Neully-
sur-Seine, France. 

 13 



43. Ritchie, R.O. (1996) In: Proc. ASME Aerospace Division, AD-Vol. 52, pp. 321-333, Chang, 
J.C.I., Coulter, J., Brei, D., Martinez, W.H.G., Friedmann, P.P. (Eds.). ASME, Warrendale, 
PA. 

44. Nicholas, T., Barber, J.R., Bertke, R.S. (1980) Experimental Mechanics, October 1980, 357-
64. 

45. Hudak, S.J., Chan, K.S., McClung, R.C., Chell, G.G., Lee, Y.-D., Davidson, D.L. (1999) 
High Cycle Fatigue of Turbine Blade Materials, Final Technical Report UDRI Subcontract 
No. RI 40098X SwRI Project No. 18-8653. 

46. Hutchings, I.M. (1983) In: Materials Behavior under High Stress and Ultra High Loading 
Rates, pp. 161-96, Mescall, J., Weiss, V. (Eds.), Plenum Press, NY. 

47. Timothy, S.P., Hutchings, I.M. (1984) Eng. Fract. Mech., 7, 223-27. 
48. Chen, X., Hutchinson, J.W. (1999) Foreign object damage and fatigue cracking: on the 

shallow indentation.  Int. J. Fract., in review (Harvard University Report No. ME 358, Nov. 
1999). 

49. Lukáš, P. (1987) Eng. Fract. Mech., 26, 471-73. 
50. Nisida, M., Kim, P. (1962) In: Proc. Twelfth  Nat. Cong. Applied Mechanics, pp. 69-74. 
51. Newman, Jr., J.C., Raju, I.S. (1981) Eng. Fract. Mech., 15, 185-92. 
52. Boyce, B.L., Thompson, A.W., Roder, O., Ritchie, R.O. (1999) In: Proc. Fourth National 

Turbine Engine High Cycle Fatigue (HCF) Conference. Henderson, J. (Ed.) University 
Technology Corp. Dayton, OH, CD-Rom, session 10, pp. 28-40. 

53. Kitagawa, H., Takahashi, S. (1976) In: Proc. Second Intl. Conf. on Mechanical Behavior of 
Materials, ASM, Metals Park, OH, pp. 627-31. 

54. Haddad, M.H., Topper, T.H., Smith, K.N. (1979) Eng. Fract. Mech., 11, 573-84. 

 14 


	Guest Editors: K. Higashida and N. Narita, Feb 2001
	1.Introduction
	2.Traditional Materials
	2.1 Titanium alloys
	
	
	3.Advanced Materials
	
	3.1.3  Non phase-transforming ceramics
	Although PSZ is perhaps the highest toughness ceramic, the absence of the transformation at elevated temperatures severely limits its use.  For high temperature applications at 1000(C or above, silicon nitride and silicon carbide are currently the prefe





	3.2 Ordered intermetallic alloys
	
	
	4.Engineering Applications
	5.Concluding Remarks
	Acknowledgements



	REFERENCES

